That Which is Claimed: 



1. An optical waveguide distribution cabinet, having a 
5 housing and a frame which is mounted in the housing such 
that it can pivot, with assemblies for connection of 
optical waveguides that are carried by means of patch 
cables being attached to the frame, wherein the frame is 
designed to be shorter than the housing such that a 
10 holder for the patch cables is arranged between one end 
of the housing and an adjacent end of the frame, with the 
holder being firmly mounted in the housing and the frame 
being able to pivot with respect to the holder. 

15 2. The optical waveguide distribution cabinet as 
claimed in claim 1, wherein the holder is arranged 
between a lower end of the housing and a lower end of the 
frame . 

20 3. The optical waveguide distribution cabinet as 
claimed in claim 1, wherein a guide for the patch cables 
is arranged at the lower end of the frame. 

4. The optical waveguide distribution cabinet as 
25 claimed in claim 3, wherein the guide has an opening, 

with the patch cables being passed through the opening 
from the guide into the holder. 

5. The optical waveguide distribution cabinet as 
30 claimed in claim 4, wherein the opening is positioned in 

an area of the guide which is arranged adjacent to or in 
the vicinity of the pivoting axis of the frame. 
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6. The optical waveguide distribution cabinet as 
claimed in claim 4, wherein the opening is positioned in 
an area of the guide through which the pivoting axis of 
the frame extends . 

5 

7. The optical waveguide distribution cabinet as 
claimed in claim 1, wherein the holder has side apertures 
such that the patch cables can be passed out of the 
optical waveguide distribution cabinet. 

10 

8. The optical waveguide distribution cabinet as 
claimed in claim 3 wherein deflection plates are arranged 
on side elements of the frame in an area above the guide. 

15 9. The optical waveguide distribution cabinet as 
claimed in claim 1, wherein a front wall of the holder 
has a cutout which is open at the top. 

10. The optical waveguide distribution cabinet as 
2 0 claimed in claim 1, wherein the frame is mounted on a 

base, which is arranged in the holder and is connected to 
the holder. 

11. The optical waveguide distribution cabinet as 
25 claimed in claim 10, wherein the base is positioned 

approximately centrally in the holder and has a width and 
a depth which are shorter than the holder. 
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